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TANGENT TO CURB
e OPEN CONCRETE DRIVEWAY FLARED DRIVEWAY
127 MAX ALGEBRAIC FLOWL INE DRIVEWAY RADIUS AND FLARE AREA CHART NOTES:
/47 OPEN CONCRETE DRIVEWAY 172 TLARED DRIVEWAY 1. DRIVEWAY DIMENSIONS (MAX.& MIN.) ARE LQOCATED IN UDOT
o7 CROSS : — T T BT ANCE TE0N W ADMINISTRATIVE RULE R930-6 ACCOMMGDATION OF UTILITIES
SLOPE : : AND THE CONTROL AND PROTECTION OF STATE HIGHWAY
REQUIRED /SEE NOTE 5 1l B‘I"AOCKSIOE;:EWCELRKB AREA RIGHTS OF WAY” CURRENT EDITION.
- LIP OF
[ RS - WA or F — GUTTER . : 5 2. MAXIMUM DISTANCE BETWEEN TOOLED OR CONSTRUCTION JOINTS
o SN Z NOTE : 4 49 ft 10’ LATERALLY AND LONGITUDINALLY SPACED EQUALLY.
O S WS ) 7 T2 QUANTITY = BOTH SIDES OF X 61 f12
= E PR DRIVEWAY ROUNDED TQ THE 8’ 89 12 PR P T R RET T
< CONTRACTION 3% MIN e 2 : . 3. PROVIDE EXPANSION JOINTS WHERE CONCRETE SIDEWALK BUTTS
o« JDINTS UNTREATED  S|B NEAREST 0.5 ff 10 105 f+ AGAINST CONCRETE DRIVEWAYS AND IN CONCRETE SIDEWALK
|y 4" MIN APRON & GUTTER ADD (DL)(DW) FOR 4. SIDEWALK INSIDE THE DRIVEWAY LIMITS IS PAID AS PART OF
"SIDEWALK REQ'D. TOTAL QUANTITY DRIVEWAY, NOT AS PART OF SIDEWALK.
DRIVEWAY (OL) 5. OPEN CONCRETE DRIVEWAY — FLARED DRIVEWAY
A: RESIDENTIAL = 6 inch THICK, COMMERCIAL = 7 inch THICK
APPROACH USE THESE THICKNESSES FOR APRON, SIDEWALK, APPROACH.,
SECTION A-A FLARE, AND RADII.
B: EXTEND DRIVEWAY APPROACH TO R/W — PROPERTY LINE OR 25’
WHICHEVER IS LESS.
PREMOLDED JOINT FILLER C: IF THE GRADES SHOWN ON THE SLOPE DETAIL CANNOT BE
CONFORMING TO AASHTOD MET. DEPRESS THE LONGITUDINAL SLOPE OF THE SIDEWALK
AT A MAXIMUM RATE OF 5 PERCENT TQ MEET THE
M 153 OR M 213
, APRON — APPROACH ELEVATION.
4" THICK % MAX CROSS SLOPE REQ’D TOWARDS ROAD | L1 JOINT
CONCRETE SIDEWALK - ‘ REQUIRED 6. USE CLASS AA(AE) CONCRETE FOR SIDEWALK AND DRIVEWAYS
7. USE UNTREATED BASE COURSE UNDER ALL SIDEWALKS AND
., DRIVEWAYS.
37 MIN UNTREATED
BASE COURSE 8. 10:1 = 10% SLOPE.
EXPANSION-CONTRACTION 9. QUANTITIES FOR DRIVEWAYS INCLUDE RADIUS AND FLARES TO

LIP OF GUTTER.

REVISIONS

REMARKS

APPR.

DATE

NO.

Sy Sl
= & g g
'_
<
'_
[
O(_)
o
o o
Z =
g5 S
- o
<T:
L g
'—!I
Z
gg n
= 2S
a\ £
L\
o
[m] 1
Ic A\ E
< o s w
'_<ZI a | T
T EzDD
n = |£Y >
ZKDF
D._.[IE
I B v
 log |6
w
>_
<!
=X
w
==
—_
oy
w
g
Wi g
zZ
wo :
o ¢
:Z: [m]
5 <
o 2
a
n
STD DWG

(op)
=
N




